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1911 Ford Model T Closed Cab Truck in HO Scale
This model kit of a 1911 Ford Model T Closed Cab Truck will fit at home on your layout or diorama. This model
represents one of the many options that were seen in the time all around North America and other parts of the planet.

Supplied Kit Components:
•
•
•
•
•
•

2 sheets of laser cut and engraved stabilized Resin Impregnated Board (RIB)
1 sheet of laser cut clear window glazing
1 sheet of tissue paper
1 sheet of laser cut basswood
1 piece of wire
3D printed parts on carrier (some parts are very small and may fall off the carrier so take caution not to lose
anything when you open the 3D parts package)

Suggested Tools and Supplies:
•
•
•
•
•
•
•

X-Acto type knife with fresh blades (#11 style is best)
Tweezers
Fine sandpaper (400+ Grit) and or Nail File
Masking tape or clear adhesive tape
Probond, Elmers white glue or Scotch Quick-Dry Adhesive (I like the Scotch adhesive as it dries with little residue
and has a great fine applicator tip)
CA glue for immediate bond of small hard to place parts
Acrylic or enamel paint

We hope you enjoy making this kit as much as we did providing it to you. If you have any questions, please contact us at
sales@inter-action.ca.
The following instructions and photos will provide the basics for assembling this detailed kit. We have tried to make the
steps as straight forward as possible, but please note that you might want to change the order of assembly to suite your
own technique and modifications that you might make along the way. As usual it is best to familiarize yourself with all
the parts and instructions before you start on this craftsman level kit.

NOTE: If you would like to view these instructions in full colour,
please feel free to download a full colour copy at
www.interactionhobbies.com and click on the link for
"Instructions" near the top of the page.
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As shown, your kit comes with sheets of RIB material
along with a window acetate sheet, some tissue
material and basswood engine and seat parts.
As well, there are some 3D printed parts. These parts
are very delicate so take care when handling them.
They are shipped with the support pins still attached.
These are required as part of the printing process.
Care must be taken to carefully remove the parts from
the carrier with an x-acto blade or small nippers. I
usually chip away at them one support at a time.
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PARTS LIST

I like to paint the parts while still in the carrier. Some
parts may need to be painted on the backside as well.
Some touch up will be required after assembly, but this
is a good start.
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Painting the 3D parts are easier while still on the
supports. I stick the parts and carrier on some double
sided tape and to a popsicle stick or scrap piece of wood.
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Remove a triangular wedge of material from the inner
edge of the fenders as shown. This will help form a
tighter seam when gluing the fenders to the frame body.

3D printed parts removal with an x-acto blade.
GO SLOW, ONE PIN AT A TIME!

1c
1b
1

1c

This next part is quite finicky, but patients results in a
pretty good looking fender and running board structure.
Fold the body frame engine well (1) about 45 deg. up
and fold the running board wells down about 45 deg.
Roll the forward part of the fenders to match the
engine well. I use a small paint brush or x-acto handle.

Gluing the fender to engine well and front edge of the
running board well. Adding a glue line to the bottom
strengthens the structure. Let it cure before doing the
other fender.
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Take your time to make the rolls and bend to line up as
best as possible before gluing things together. Trial
fitting along the way will ensure a straight and clean
product.

Bend the running boards along the crease as shown and
glue the long edge of the running board to the edge of
the running board well.
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Glue the chassis to the fenders, making sure to line up
the front edge of the chassis to the front edge of the
fender.

Glue bell housing 4 to engine bottom 3. You can trim the
shape of 3 to look more like an engine bottom with an
x-acto as shown. Paint the engine assembly black.

10
6

5

12
9
8

7

11
Fill any gaps in the slots and tabs. Sand and paint the
body your favorite colors. You will have to do some
touch up later.

Check the fit of the fenders and edge. Make note that
you need to have clearance for the trim parts in the next
step.
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Glue in the windows as shown. The back window fits
into the opening instead of on top of it. I use a pin with
a bit of glue on it to put little points of glue around the
edge. You don’t see the glue dabs as they are on the
inside of the cab.
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Put a little bit of glue on the end of the supplied piece of
.012” wire and insert it into the bottom of the steering
wheel housing. Then trim the wire to length and glue it
in place to the firewall. Make sure the wire does not
extend into the front of the firewall or the engine cowl
will not fit properly.
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11

17
Glue the back cab wall 11 to the deck and cab floor 17.

Glue the left side assembly as shown.

19
18
18
Glue the two basswood seat bases 18 together. Paint
the front to match the cab or seat. Glue it into the cab
flush to the back wall.

Glue the firewall / windshield assembly to the front of
the cab.
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20

Glue seat back 19 to the back wall just below the
window. Glue the seat to the seat base flush to the back
wall. The front should overhang just a bit.

Glue the right hand assembly to the cab.
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Next, glue the roof frame 23 to the cab. It should be
flush to the top and outside edges of the cab. You might
need to file a bit of either side to fit flush to the outside
edges of the cab.
Then glue side frames 21 and 22 in place flush to the
back edge of 23.

Roll the front edge of roof 23 with a pencil down in front
and to both of the front corners to form the compound
curve to fit flush to the edges of the cab. Glue front
frame 25 to the roof and either edge of 22 and 21.

12

Glue the fender assembly to the bottom of the cab and
box assembly. Match it to the slot in the cab base. You
might want to check the distance from the front of the
cab to the front of the fender assembly to make sure the
engine cowl will fit flush to the front of the fender
assembly.

Glue the tail gate to the back end of the box.
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Glue the rear axle assembly together as shown above.
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Glue the rear axle assembly to the bottom of the chassis
making sure to keep it level left to right.
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Paint the tires 30 and 31 either black or leave them
ivory as some rubber tires were white at the time. Glue
the tires 30 and 31 to either side of spoke assembly 29.
I find dabbing the tire into the glue and then dabbing
off the excess glue works well.
After the glue has set use a nail file or sanding stick to
slightly radius the tire outside edge. This will clean up
the little bumps in the tire from the laser process and
give the tire a much more pleasing appearance.
Touch up the paint on the tires after filing.
Glue the wheel assemblies to the rear axle as shown.

34

33

Roll the back fenders 33 around a pencil or paintbrush
to fit the curvature of the wheels. Glue the fenders in
place above each back wheel.
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Glue the box brackets 34 to each side of the box wall as
shown above. There are 2 extras supplied as these are
really tiny!!!
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35

Glue the box slide to the brackets as shown.
Sand the bottom of the 3D printed engine cowl to
remove any support pin residue. Sanding or scraping
with an x-acto blade works well for this step.

36

Glue the engine cowl centered on the fender and
firewall.

Glue the front wheels to the front axle.
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Clean up the backside of the 3D printed radiator so it fits
flush into the front of the engine cowl. Glue the front
axle 36 to the bottom / back face of the radiator
support.

Glue the radiator / axle assembly to the front of the
engine cowl.
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Sand the pins from the back of the side lanterns and
glue them in place.

Glue the rear lantern into the opening in the bottom rear
left hand side of the box deck. The marker lenses are
painted red.

Plant your new truck along with the others on you
railroad scene.
We hope you have enjoyed building this challenging but
rewarding Inter-Action Enterprises vehicle kit!
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