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W.S. Kelly General Merchandise Store in HO (1:87) 

W.S. Kelly General Merchandise Store was modeled after the Kelly General Merchandise store in Cogar, Oklahoma, 

which still stands today though it is in much poorer condition than our kit represents. This store saw some fame in a 

scene from the movie Rain Man, where Dustin Hoffman and Tom Cruise stop to make a phone call in the middle of 

nowhere. From the dust bowl to the roads less traveled, this classic store will fit in just about anywhere. 

 

The kit comes with many details you get to build including a pop machine, ice machine, telephone booth and gas pumps 

and even the coke bottles and return crates. You get a choice of different gas provider signage along with water slide 

decals to complete the detailing of parts. The optional interior detail kit provides for a fully visible, detailed interior, LED 

strip lighting, and 3D printed resin details.  The phone booth, pop machine and gas signage are designed so you can add 

your own pre-wired micro LEDs if you wish. 

 

Main Kit Components: 
 

• 5 sheets of laser cut and engraved stabilized resin impregnated board (RIB) for crisp, high resolution 

detail 

• 3 sheets of laser cut and engraved basswood 

• 1 sheet laser matt board 

• 1 sheet laser cut clear window glazing 

• 3 sprues of 3D printed detail parts 

• basswood strip stock 

• Styrene castings (lamp reflectors, barrels, chimney) 

• 2 pieces phosphor bronze wire 

• 1 piece of fine tulle screen 

• Water slide decal sheet (s) depending on your chosen gas company signage 

• 1 graphics sheet 

• 1 sheet of laser cut shingles 

• Door handle bending die sheet and instructions of usage 

• Kit assembly instructions, parts ID sheet and template sheet 

 

Suggested Tools and Supplies: 

• X-Acto type knife with fresh blades (#11 style is best). Change your blades often for better results. 

• Tweezers 

• Fine sandpaper (300+ Grit) and / or emery boards 

• Masking tape or clear adhesive tape 

• Canopy Glue, Probond, Elmers white glue or Scotch Quick-Dry Adhesive (I like the Scotch adhesive as it dries 

with little residue) 

• Scotch Clear Glue with 2-Way Applicator 

• CA glue for bonding of small hard to place parts. For immediate bonding of small parts, use a 1:1 blend of Slo-

Zap CA and canopy glue (But you have to work fast!). 

• Acrylic model paint or craft paints. I recommend investing in the higher quality Vallejo and MIG by Ammo 

products as they have superior coverage and stronger pigments. 

We hope you enjoy making this kit as much as we did providing it to you. If you have any questions, please contact us at 

sales@inter-action.ca. 



HO-3108: W.S. Kelly General Merchandise Store Kit Assembly Instructions 

Inter-Action Hobbies 

Page 2 

Rev 2022-1 

 

 

The following instructions and photos will provide the basics for assembling this detailed kit. We have tried to make the 

steps as straight forward as possible, but please note that you might want to change the order of assembly to suit your 

own technique and modifications that you might make along the way. As usual it is best to familiarize yourself with all 

the parts and instructions before you start on this craftsman level kit. 

 

Start by cleaning out any contaminates and remaining 

dust that may be in the cracks of the engraved details in 

sign, walls etc. 

This is done by using a stiff bristle brush and gently 

dusting the nooks and crannies. Avoid touching very 

fine details like window mullions etc. 

 

  

I like to paint some of the parts while still in the carrier. 

Some parts may need to be painted on the backside as 

well. Some touch up will be required after assembly, but 

this is a good start. 

Always use your X-ACTO knife in such a way that when 

you cut a piece off of the sprue, the knife blade runs off 

away from the piece and not digging into the part.  

After removal from the carrier, some touch up of edges 

that will be visible should be done before assembly;  and, 

some touch up may be required after assembly 

When removing pieces from carrier sheets, run your 

fingers down the cut off tabs and if you can feel them, 

sand them off lightly for a better fit.  An emery board / 

disposable nail file is ideal for this purpose. 

  

NOTE: If you would like to view these instructions in full colour, please feel free to 

download a full colour copy at  and click on the link for www.interactionhobbies.com

"Instructions" near the top of the page. 

Generic photo, actual parts differ. 

Generic photo, actual parts differ. 
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 A handy glue applicator to use when laminating larger 

panels like the interior wall/stringer panels, is “Scotch 

Clear Glue, with 2-Way Applicator”. This glue bottle has a 

“pad” that you can dab glue onto larger areas for better 

coverage.  I work over a clean paper towel for dabbing 

the backside of each part. 

 

Painting 3D parts are 

easier while still on the 

supports. Stick the parts 

and carrier on some 

double sided tape and to a 

popsicle stick or scrap 

piece of wood. 

 

 

3D printed parts removal with an x-acto blade or fine 

sprue cutter.  GO SLOW, ONE PIN AT A TIME!  

 

Paint / Colors used in prototype model: 

Exterior Walls  Vallejo Model Color (mix 50/50) 

Sky Grey  70.989    Pale Sand  70.837 

Foundation/Floor Vallejo Model Color 

German C. Beige WWII 70.821 

Exterior Trim  

and Stripe 

Vallejo Model Color (60/40) 

Emerald  70.838 & Off-White  70.820 

(NOTE: Use the color of the petrol 

company signage you chose) 

Interior Walls Vallejo Model Color 

Pale Sand  70.837 

Window Mullions Vallejo Model Color 

Mahogany Brown  70.846 

Door frames, 

Interior Trim  

Vallejo Model Color 

Mahogany Brown 70.846 

Side air conditioner Vallejo Model Air 

D.E. Green  71.009 

Garage interior 

stripe 

Vallejo Model Color 

Aluminum  71.062 

Phone Booth  Vallejo Model Color 

Aluminum  71.062 

Pop Machine Vallejo Model Color 

Flat Red 70.957   White  70.951 

 

We would like to put out special Thank You to Geoff Southwood, a fantastic and very experienced model 
structures builder. Geoff completed the beta build of this kit and provided feedback that we have 

incorporated to make this a better kit building experience for all of our customers. 

 

Generic photo, actual parts differ. 

Generic Photo, actual parts differ. 

Generic photo, actual parts differ. 
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Glue the outer front wall panel to its doubler and 

ensure the tiny holes for the light are aligned. 

 

Paint the back side of panel 2 where it will be visible 

above the roof (above Panel 3). Vallejo Black Grey same 

color as parts #13-16. (see page 13)  

 

 

Glue the inner front wall panel to the doubler. 

 

 

If desired, glue some 1/8” square bracing to the inside 

front wall panel. Carefully align with the edge of the 

interior wall panel so that the front window display will  

fit properly later on.  

Make sure to paint the bracing the same color as your 

chosen interior wall colors as these will be seen through 

the front window. 

Glue the outer rear wall panel to its doubler.  

 

 
If desired, cut and glue a 1/8” square bracing as shown. 

If you are installing the interior, pay particular attention 

to placement of any extra internal bracing that you add 

as it may interfere with your interior components. 

 

Glue exterior wall panel 7 over doubler 6. 

2 

1 

7 

6 

4 

5 

3 
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Glue interior wall 8 in place, flush with the bottom and 

edge of doubler 6. Tabs should hang past the bottom 

edge. 

 

 

Glue exterior side wall panel 10 to doubler 11. The 

bottom edge and corners as shown should be flush. 

Glue interior wall panel 12 in place, flush to the bottom 

and end of doubler 11. Tabs should hang past edge. 

 

 

The exterior of the building is a stucco finish. The 

material we chose for the building exterior walls has a 

slightly rough surface to help us create a scale stucco 

effect. Remember HO is 1:87 of real size. So remember 

that stucco at this scale is pretty minimal.  

 

An easy way to get a scale looking stucco appearance is 

to sponge the paint on with smooth closed cell makeup 

or pastel sponges. A semi dry finish is what you want 

immediately after sponging an area. If the paint beads 

up, you are using too much paint. The first layer is a 

primer layer. We used Vallejo Tan Surface Primer but 

regular acrylic craft paint will work as well as most of 

them have fillers which will help with the stippling 

effect. 

 

The second coat would be your final wall color. The 

higher quality paints like Vallejo have more pigment and 

less filler so they cover better and leave less texture. 

Then mask your trim line and paint the lower stripe using 

the same sponging method.  This method has a better 

chance of not bleeding under your tape line since there is 

way less paint flooding the area. 

8 

12 

10 

11 
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Use the same method to paint a line around the inside 

walls of the garage area. 

 

 

Cut out and glue the store sign to the front face of the 

front wall as shown. To give the sign a painted and faded 

look, very lightly sponge on a light grey paint with a 

slightly dampened sponge. Blot the sponge well in a 

paper towel before sponging over the sign. 

 

Glue the cap strips in place, flush with the inside face of 

the wall. Start with the outer most cap and work 

inwards. 

 

Glue the vertical cap in place next.  

 

Then the next horizontal one. Then do the same for the 

other side of the wall. 

 

Glue the arch cap in place. Pre-forming the curve before 

gluing will help keep it in place easier.  

 

Set glazing panel G1 in the opening as shown. Then glue 

the mullion in place. 

 

 

Set the front window glazing in place from the front of 

the wall panel. 

15 
16 

14 
13 

17 

G2 
G1 

G2 
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Glue the sills in place which will lock the lower part of 

the glazing  

 

Glue the front window mullions in place.  

Glue the front window frames in place. Then glue the 

front door trim in place. 

 

 

Now you can decide on how you want to position the 

front doors and screen doors. Here we have the inner 

doors open and one of the screen doors ajar. 

Glue door panels 22 and 23 together. Then glue the 

glazing in place centered on the back of panel 22.  

 

Do the same for the other door. 

You can glue the 3D printed door knob in place now or 

wait until the building is complete. They are quite fragile.  

 

Assemble the wire bending die as per the supplied 

instruction sheet.  

 

 

Harden all the parts of the die by soaking with CA Cement 

and let them completely cure prior to use. Slo-Zap Ca has 

more working time and provides a stronger bond. 

23 
G3 

22 

G3

20 
21 

20 

18 
19 

18 
19 
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Color the supplied tulle screen fabric black or rust with 

a felt pen (Sharpie works great). Apply glue to the back 

of screen door 24 & 24a and place over top of the 

screen material. When the glue is dry, trim the screen 

flush with the outline of the door.  

Use the supplied die and wire press to form the door 

handles from phosphor bronze wire or soft copper wire. 

Ream the holes in the door panel to allow the bent wire 

to fit and glue in place.  

 

 

Cut out the paper graphic for the door pushes. 

Remember to color the white edge of the paper graphic 

with a red marker. This will hide the fact that it is paper. 

Glue in place.  

If you are gluing the doors in the closed position, now is 

a good time to do that. If gluing them in the open 

position, do that after building assembly. 

 

Also if the main doors are closed, you can go ahead and 

glue the screen doors in place as well.  

 

 

Sand a small radius in the exterior edges of 9 to 

simulate a concrete sill. Glue sills in place, flush to the 

inside of panel 7 so that the sills are slightly proud of 

the outside face of the wall panel. 

 

 

24 

24a 

9 
9 
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Glue the window frames to the side wall as shown. 

 

Now decide if you are going to have your garage windows 

in the open or closed position. Hinged in the center or on 

the bottom. 

 

Glue the window mullions 26 into the window openings 

in the side wall, flush with the inside face of the wall. 

Glue the glazing in place. If making the windows in the 

open position, separate the glazing and mullions and 

glue in place after the main window is installed. 

 

Paint and glue the garage door lintel in place. It would be 

either wood or steel so paint appropriately. 

Glue garage door 29 over top of 28. Then glue the 

glazing G5 to back of 28. Glue door in place, centered 

between the opening and flush to the bottom of the 

wall. 

 

 

28 

G5 

29 

G4 

G4 

27 

25 25 



HO-3108: W.S. Kelly General Merchandise Store Kit Assembly Instructions 

Inter-Action Hobbies 

Page 10 

Rev 2022-1 

 

Glue back door and internal door assemblies as shown. 

Make sure to glue the G6 glazing between 31 and 32. 

You may want to wait until the end of your kit 

construction to add the door knob casting as it is very 

delicate. 

 

Glue door into the opening in the back wall, flush with 

the inside face.  

Glue door frame 35 in place, flush to the opening. It 

may hang a bit below the bottom of the wall. Glue the 

second door frame 35 to the inside face of the wall. 

 

Paint the foundation floor. Glue the side walls in to the 

slots in the foundation. 

 

Glue the back wall in place as shown. 

 

 

Note the alignment of the outer wall panels. Fill any gap 

with putty and touch up corner with sponge painting to 

match stucco. 

35 

G6 

32 

31 

34 

F1 

BACK WALL 

35 
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Paint the divider wall to match interior wall colors. Glue 

door in place, centered between the front and back 

face of the wall. 

 

Glue door frames to both faces of the wall panel. 

 

Glue 3D printed door handles to both sides of the door 

as shown. 

 

 

Glue the wall panel in place, tight against the interior wall 

panels on the sidewalls.  

Glue the front wall in place. You should have a minimal 

gap between the side and front exterior faces.  

Fill any gaps with 

putty and touch up 

by sponge painting 

the corner with 

your building 

colors. 

Note the noticeable 

crack in the corner 

from not filling 

completely. It looks 

like a natural 

building crack from 

age. 

There! Now my 

mistake is a 

feature! 

36 

36 IW 
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If you purchased the optional detail kit, complete the interior components according to the instructions included in the 

detail kit prior to proceeding from this point. 

   

Choose a location for the shop bench and glue in place 

after populating it with some clutter. 

Make sure you leave enough room to run the wiring for 

lighting thru the hole in the foundation. 

 

Glue the store front components in place as shown. 

 

 

Window display should fit tightly around the bracing.  

 

Glue 37a to the bottom of the ridge beam 37 as shown. 

 

Glue the lighting LED strips to the bottom of the ridge 

beam assembly according to the instructions supplied..  

IF YOU PURCHASED THE OPTIONAL DETAIL KIT… 

OPTIONAL DETAIL KIT STEP OPTIONAL DETAIL KIT STEP 

OPTIONAL DETAIL KIT STEP OPTIONAL DETAIL KIT STEP 

37 

OPTIONAL DETAIL KIT STEP 37a 

37a 
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Glue the ridge beam assembly in place taking care to 

route the LED wires so they don’t bind in the slot in IW. 

 

 
Route the wiring to the opening in the floor in the back 

corner of the building. 

Paint the surface of the shingle sheet your preferred 

color. The black edges of the shingles look like asphalt 

after installation. 

 

 

Note the alignment mark in each roof panel which 

identifies the peak of the roof. Transfer this mark to the 

back of the sheet so you don’t forget which way is up! 

Cover the roof panel with double-sided clear tape and 

then lay each row of shingles from bottom to top using 

the scribe lines as a guide. 

 

Trim excess shingles so there is a very slight overhang of 

the shingles past the edge of the roof panel. Keep the 

excess shingles for the cap strip 

 

 

Trim shingles to the edge of the chimney opening.  

Paint the underside of the roof panels that will be visible 

above the rafters and back of the building. 

<note chimney location has been moved for the kit> 

38 

39 

38 
39 

OPTIONAL DETAIL KIT STEP 
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Glue roof panel 38 in place with the top of the panel 

centered on the ridge beam and butted up against the 

top edge of the front wall interior panel. 

 

 

Glue roof panel 39 in place butting up the top edge of 38 

and the top edge of the front wall interior panel.  

 

Peak shingles: 

Rather than using the simplified cap strip as a piece 

folded along the center score line, take a row of 

shingles and cut each shingle and lay them over each 

other starting from the center of the roof and going out 

to each end of the peak.  This is more typical of a real 

shingled roof and will look much more realistic. 

 

 

To finish the seam between the roof and the front wall 

interior panel, apply a mix of white glue and gloss black 

paint to represent a tar seam.   

 

Trim two scale 2x4’s so they meet at the peak of the 

roof. Leave them a little long. Glue in place and trim to 

the lower edge of the roof panel. 

 

 

Hold the soffit 2x4 in place while the glue sets. Trim the 

ends to the lower edge of the roof panel. 

39 
38 
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Cut thirty four scale 2x4 rafters to approx. 3/8” lengths. 

Apply some glue along the narrow face of the rafter and 

glue into the notch in the side wall.  

 

Set it perpendicular to the wall and against the bottom of 

the roof panel. Leave them overhanging the edge of the 

roof panel. Trim the rafter flush and perpendicular to the 

roof panel. 

 

Rafters are cut flush with the roof panel. 

 

 

Paint and glue the chimney into the opening in the roof.  

A seam should be applied around the chimney to 

resemble a tar join and hide any imperfections where the 

chimney inserts into the shingles.   

Use the supplied template to assist in cutting and gluing 

2x4’s on end to make up the building canopy framing. 

 

Glue the framing to the underside of panel 40 as shown. 

(the side without the engraved slots)  

40 
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Cut and glue 1x3’s into the slots in the canopy panel as 

shown. I found it best to hold the 1x3 with tweezers 

and drag just the short face of the 1x3 through a thin 

puddle of glue. Then glue in place and trim the ends.  

Finish off by dragging a X-Acto #17 blade or flat scraper 

along each board to remove any surplus glue before it 

dries. 

 

 

Paint the canopy to look like metal roofing material.  

Cut four of 4x4’s to 1.39” and notch to the height of a 

2x4 as shown to the right. Then glue into the openings 

in the foundation panel. 

 

 

 

Glue the canopy to the front wall at a height of 1.52” as 

shown. Apply glue to the notch in each 4x4 post and set 

the 2x4 framing on the bottom of the canopy in place. 

 

 

Cut and bend the phosphor bronze wire (the thicker of 

the two) according to the supplied bending teamplate. 

Glue the plastic lamp reflector to the wire. Make two 

units.  

Glue the lamp in place on the back wall above the door. 
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You can also add a lamp to the top of the store signage 

as shown. 

 

 

Remove part 41 from the carrier sheet with the tabs at 

either end attached. Place the bench seat upside down 

on a block or desk edge and glue the bench frame flush 

with the edge of the seat where it meets the tab.  

 

Glue a frame to the other end of the bench seat as 

shown. After glue is set, cut off the carrier tabs with 

clippers. 

 

 

Glue the bench back to the frames as shown with the 

tabs attached. After the glue has set clip the tabs off.  

Glue two more frames in place, maintaining an equal 

distance between them. 

 

Glue the cross support to the back of the frames. 

42 

44 
42 

42 

42 

41 
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Glue the benches in place, under the window sills. 

 

Glue spacer blocks 46 to the air conditioner side wall.  

Glue on the other side of the air conditioner. 

 

Glue on the front face of the air conditioner as shown. 

Glue on the top of the air 

conditioner. 

 

  

 

If making the phone booth with the door closed, glue 

the glazing panels to the inside face of 49 with the 

doors 50 attached. 

 

If gluing the doors in the open position, glue the glazing 

panels to the inside face of door panels 50 separately. 

G7 

G8 

G7 

50 

G7 

45 
47 

45 

46 
46 

49 

46 

48 
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Glue the glazing G8 to the top inside of panel 49. 

 

Cut out and glue the telephone graphic to the inside face 

of the glazing.  

 

Glue panel 52 into the slots in 51. Take extra care to 

note the alignment of each panel into 51 as the tabs are 

different for each panel. Note the ticks in the top of the 

panel and the related ticks in the tabs of the side walls. 

 

Glue 53 into 51 and against 52. Note the orientation of 

the panel as it relates to the adjacent panel.  

Glue panel 54 into 51 and against 53. Note the 

orientation of the panel as it relates to the adjacent 

panel. 

 

 

Glue checker plate floor panel 56 over top of 55 centered 

as shown. 

Glue the side panels to the floor assembly as shown. 

 

 

54 

55 
56 

49 

53 

52 



HO-3108: W.S. Kelly General Merchandise Store Kit Assembly Instructions 

Inter-Action Hobbies 

Page 20 

Rev 2022-1 

 

Cut out G9, G10 and G11 as one piece from the carrier 

sheet. Fold along the score lines and slide into the 

phone booth has shown. Glue in place. 

 Glue the counter to the inside face of the glazing panels 

as shown, centered on the middle rung of the side walls.  

Cut out and glue the “Telephone” and the color band 

graphic to the inside of the glazing. 

If you want to install a white, pre-wired micro LED, now 

would be time to glue it in place and route the wires 

down the corner behind the pay phone. Glue the LED to 

the bottom of the ceiling panel with the LED lens facing 

up. This will ensure that the glow is outwards towards the 

“telephone” plate and will make it light up appropriately 

without over-lighting the entire booth.  

Glue the LED lead wires into the corner of the booth as 

shown. You will have to drill a small hole in the floor to 

accommodate the wire routing. 

Put a notch in the corner of counter 57 to go around the 

LED wires. Glue the counter to the glazing panel face, 

centered on the middle rung of the side walls. 

 

 

Glue the phone in place.  

 

Decide on doors open or doors closed.  

Glue the front wall in place. And then glue the two door 

halves together in a V to represent the door in the open 

position. Glue the doors in place. 

 

If closed, glue the panel and doors in place.  

G9 

G10 

G11 

57 
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Glue the roof panel in place, centered over the slot 

holes in the ceiling panel. 

 

 

 

Glue the ice machine back panel to the base as shown. 

Note the orientation of the base panel. 

 

Glue side panels to the back and base panel.  

 

Glue the cabinet top panel in place. 

 

Glue the upper front panel in place, flush with the front 

of the top panel and side panels.  

61 
62 

57 59 

58 60 

55 
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Glue the lower front panel in place. 

 

 

Glue the radiator sides in place.  

 

Glue the radiator front in place. 

 

 

Glue the radiator top in place.  

Paint the door panels silver including the edges. Cut out 

the silver/blue water slide door decals and apply them 

to the front of the door panels. 

 

Use the handle dies to press some door handles from fine 

soft wire. Cut to size and glue in place. 

 

Glue the doors in place to the upper front panel. 

 

 

Cut out and apply the water slide “Ice” decals to the ice 

machine. 

66 
67 

63 

64 
65 

68 69 
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Glue the pop machine carcass together as shown. 

 

Glue the additional layers in place. Be sure to paint 73 

silver before assembly.  

 Remove the door part of 76 so you can paint the edges 

and assemble in the next step.   

Glue the front face 76 in place and paint appropriate 

panels before proceeding to next step.  

 

Set glazing G12 in place without glue. Apply a small 

amount of glue to the long edge of 76 and glue in place. 

This should help avoid any glue squeezing out on the 

glazing.  

Glue cabinet sides 77 in place, flush with the bottom and 

back of the carcass. 

 

Set the window glazing in place against the inside of the 

front wall opening. 

 

Cut and set the Coke graphic to the inside face of the 

glazing and tack the back and edges with glue to hold in 

place. 

76 G12 

76 

70 

75 

71 

73 

74 

G13 

72 

77 

77 
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If you want to light the pop machine, route a pre-wired, 

micro LED up the channel in the carcass and focus the LED 

facing forward. Glue the wire leads and LED in place. 

To avoid light leakage from the LED through the top of the 

machine and to the vertical bottle display, take some flat 

black paint to the underside of Part #78 and the interior 

edges and face of the light chamber opposite the bottle 

display. 

 

Glue the top panel in place, between the side walls and 

flush with the back of the carcass. 

Cut out and apply the water slide “Have a Coke” decals to 

both sides of the pop machine. 

Glue two matboard gas pump cores together. 

 

Cut the paper gas pump graphic out and glue it to the 

face of the core. Glue panel 80 over top of that. Do the 

same for the other side of the pump. 

Give the top arched area of the pump a quick swipe of 

filler to cover any seams. Sand smooth.  

Sand a radius into the three edges of the gas pump 

panel 81. If making the pump face a different color than 

the core, paint it now. 

 

Set glazing 14 in place with no glue. Glue panel 81 in 

place (both sides of pump). 

81 

79 

80 

79 

78 
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Sand a radius into 

the three sides of 82 

and 83. Paint and 

glue in place. 

 Glue the base in place, 

centered on the pump 

base.  

Paint 85 silver/ chrome 

and glue in place into 

the engraved slot in the 

side of 83. 

 Glue the pump 

handle in place. 

Glue the hose elbow 

in place.  

Use the 

bending die to 

form pump rails 

and glue in 

place. 

 Cut and bend the supplied 

black wire pump hose to 

about 0.75”. Bend to fit one 

end to the pump elbow and 

the other end to the pump 

handle. Glue in place. 

85 

87 

86 

82 

84 

83 
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Paint the 3D printed globe white. Then cut out and 

apply the water slide globe decal that came with your 

gas signage package. 

It is best to use decal setting solution and decal softener 

for this, as it will make it easier to get the decal to 

conform to the curvature of the globe. 

 

  

Sand a taper to sign post panel 88 as shown. Do this for 

both post panels. 

NOTE: APCO signage shown in these next steps, but 

same procedure follows for your chosen gas dealer. 

(Sinclair, Cities Service Etc.) 

Alternately, if your signage came with specific signage 

assembly instruction, follow those. 

 

Glue 88 to 89 as shown.  

 

If you want to light your sign with your own prewired 

micro LED’s, fish the LED leads through the pump island 

and sign base 91. (if your wires have an inline resistor in 

them. 

 

 

This part is tricky but patience will reward you! Route the 

LED lead wires along the slot in the sign post and through 

the hole at the top of the sign post. Leave the LED and 

lead wire 0.4” out of the hole. 

89 88 

89 

88 
PI 

91 
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Bending the lead wires and LED at 0.4” will help hold 

things in place while you glue the sign post together.  

 Once the post is glued together, bend the lead wires to 

shape as shown here so that the LED lens faces the sign. 

Coat the wires and LED with black acrylic paint mixed 

with some white glue to simulate a lamp shade and lamp 

arm.  

Coat the entire LED except the lens face itself. A careful 

top coat of black paint will help any light bleed. 

Glue the other post panel in place, making sure to keep 

the wires in the channel in the center of 89.  

 

 Cut out and glue the gas sign graphic to both sides of 89. 

Paint and glue the sign frame in place over the graphic 

and touch up paint the edges of the sign. 

 

If you did not install LED’s, then glue the base 91 to the 

bottom of the sign post.  

 

Glue the pumps to the island.  

90 
91 

88 

PI 
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Glue the sign post in place over the opening in the 

island. 

 

 Paint the 3Dprinted crates either light yellow or red. Cut 

out and apply the supplied water slide crate decal, 

wrapping the crate sides. Carefully clip the bottle castings 

free from the base and glue them into the crates as 

shown. 

 

 

Thanks for building this bit of dust bowl history. Hope you enjoyed it and see you next time! 
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