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Seabiscuit 24 Runabout Cabin Cruiser in HO Scale 

The Seabiscuit 24 runabout cabin cruiser is a throwback to the era of glossy mahogany finishes, class and style. Your 

boat kit will be an evening or two of enjoyable building. Even though some of the parts are tiny, your work will culminate 

with two impressive little boats for your layout or diorama. 

 

Overall footprint size: 3" length X 1.25" wide X 0.9" tall  

 

What’s in the kit (Makes 2 boats): Suggested Tools and Supplies: 

6 sheets of laser cut resin impregnated board (RIB)  X-Acto type knife with fresh blades (#11 style is recommended) 

2 sheet laser cut birch veneer Tweezers 

2 sheet laser cut glazing Fine sandpaper (220+ Grit) and/or nail file 

2 pieces self-adhesive aluminum foil tape Double sided foam tape (for holding small parts while painting) 

 Probond, Elmers white glue or Scotch Quick-Dry Adhesive  

 Alcohol-India Ink stain (AI) for aging wood (Hunterline or 

similar) 

 CA glue for immediate bond of small, hard to place parts 

 Acrylic or enamel paints: Mahogany, White, light Blue 

The following instructions will provide the basics for assembling this kit. We have tried to make the steps as straight 

forward as possible, but please note that you might want to change the order of assembly to suite your own technique 

and modifications that you might make along the way. As usual it is best to familiarize yourself with all the parts and 

instructions before you start on this craftsman kit. We hope you enjoy building this kit as much as we did providing it to 

you. If you have any questions, please contact us at sales@inter-action.ca. 

 

 

 

 

  

NOTE: If you would like to view these instructions in full colour, 

please feel free to download a full colour copy at 

 and click on the link for www.interactionhobbies.com

"Instructions" near the top of the page. 
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It is easier to paint the parts while still in the carrier 

sheet. I have had good success with painting the resin 

board material with or without a primer coat. A number 

of lighter coats of paint do better at not clogging the 

laser cut lines and engraving which will make your life 

easier later on in the assembly steps to follow. 

As an alternate to painting the window frames with 

silver paint, apply the self-adhesive foil tape to the 

cabin cruiser parts as shown outlined above. 

 

Lightly emboss the foil into the part sheet with the back 

of your finger nail so that you can detect the edge of the 

window openings. 

 
Cut an opening in the foil and still leave enough material 

to wrap around the opening of the window after flaring. 

 

 

Using a toothpick or sharpened dowel, gently work the 

foil around the opening. Going around the opening a 

little at a time, stretching the foil as you go. 

 

For tight corners, slice the foil to the corner at a 45 

degree angle. Use tweezers to squeeze the foil around 

the window posts.  

 

Cutting relief angles helps you as you go. 
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Trim foil back from the part edge for gluing purposes. Paint or stain the wood portions of the boat a mahogany color. 

Trim colors and cockpit are bright white.  

Glue B1 over top of B2. Glue B1-B2 to B3, fitting into the 

notches in B3. Glue B5 to B3. Glue B4 to the back edge 

of B3. Then glue the keel B2 to B4 and B3. 

 

 

All the tabs should fit nicely into their associated slots. 

 

Glue the curved bow form B6 to the slot in B3. 

 

Glue some thin tissue paper to the bottom aft face of B7 

to reinforce the thin material in the area. Trim off the 

excess paper. 

 

If the deck B7 warps slightly, this is OK as it will help 

conform the deck to the hull during glue up. 

 

Rotate the deck slightly so that it fits the slots in B1-B2. 

Then maneauver it to line up with the hull outline. 

B1 

B6 

 

 

Trim back from 

edges for gluing 

Trim back from 

edges for gluing 

White 

Instruments black 

Needles white 

B1 

B2 

B2 
B4 

B2 

B3 

B5 

B7 
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Glue the edges of the deck to the edges of the hull so as 

to keep the curvature of the deck as shown. 

 

 

The edges of the deck should slightly overhang the hull 

all the way around.  

 

Paint the hull sides white and the belly panels blue or 

red. 

 

 

Glue the hull sides B8 and B9 to the hull so that they sit 

on the lip formed by the overhang of the deck. Pre 

bending the sides will help in assembly. 

 

Lightly sand the frames and edges of the hull sides to 

make B10 and 11 fit flush and tight. 

 

 

Pre-bend B10 and B11 to fit the curvature of the hull and 

glue in place. 

 

Glue glazing BG1 to the inside of the porthole in B1-B2. 

 

 

Glue the steering wheel doubler B11 over top of wheel 

B12 and glue in place under the instrument panel on the 

face of B1. 

 

Cut a thin strip of foil tape and apply it to the edge of 

the deck. Burnish it around the top and bottom side of 

the deck edge. 

 

 

Glue the left side cabin window frame B13 to the inside 

of the the cabin side wall B14, centered on the window 

opening. Glue glazing BG2 to the inside of B13. Glue the 

side wall B14 to the deck and and wall B1 so that there is 

equal distance along the inside opening in the deck. You 

will need to bend a slight curve to B14 to achieve this. 

Do the same for B15, B16 and BG3. 

B9 

BG1 B11 

B8 

B11 

B10 

B9 

B8 

B10 

B12 

B13 
B14 BG2 
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Glue front window frame B17 over top of B18, centered 

on the opening. Glue glazing BG5 to the back of B18.  

Repeat for the other half of the windshield with B19, 

B20 and BG5. 

Sand a slight taper on the bottom of the windshield 

halves as well as the center edge so that there is a tight 

fit when gluing the two halves of the windshield to the 

deck and cabin sides. 

 Glue the 

two halves 

of the 

windshield 

to the deck 

and cabin 

sides. 

Sand the edges of the cabin roof 

B21 and fit to the top of the 

cabin walls and windshield. Glue 

the cabin roof to the cabin.  

Glue the floor B22 to bottom of 

the opening. 

 

 

Apply glazing BG6 to the back of windscreen B23 and 

glue to the top of the cabin roof as shown below. 

 
 

 

Stain and glue handrails B24 to the cabin roof as shown. 

 

B22 

B18 

B17 
BG4 

BG6 

B23 

B21 



HO-7305: Seabiscuit 24 Runabout Cabin Cruiser Kit Assembly Instructions 

Inter-Action Hobbies 

Page 6 

Rev 2019-1 

 

 

Park your boat in drydock or set it free on your lake or ocean scene! 
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